


Couplers: Polypropylene
	Part Number	 Description
	DQPRO120208	 1/2" male NPT liquid port
	DQPRO120712	 3/4" male BSPP liquid port

Drum Inserts: HDPE
	Part Number	 Description
	DQPRO202BUT	 2" American buttress thread 
	DQPRO2056X4	 BCS 56x4 thread
	DQPRO20G2NPSST	� 2" NPS (ISO G2) thread, o-ring seal 

(For steel drums and IBC caps)
	DQPRO20G2NPSPL	� 2" NPS (ISO G2) thread, flat gasket 

(For plastic drums)

Dip-tubes: HDPE
	Part Number	 Description
	DQPRODT0410	� 13.0" (330mm) long for 5 gal/ 

25L jerry cans
	DQPRODT0985	� 35.5" (905mm) long for 55 gal/ 

200L drums
	DQPRODT1070	� 39.0" (990mm) long for 275 gal/ 

1040L IBCs
	DQPRODT1274	� 47.0” (1194mm) long for 330 gal/ 

1250L IBCs

Note: See modified standard material options below. Options 202, 206 
and 207 are available.

Note: See modified standard material options below. 

Note: The length indicated in the part number is the length as measured 
from the sealing surface of the container to the end of the dip-tube. This  
is ~ 80mm longer than the actual length of the dip-tube itself.
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Visit us at 
www.colder.com or 
call 651-645-0091  
to get a free catalog 
CD or to find your 
local distributor.

DrumQuik® is a registered trademark 
with the U.S. Patent & Trademark 
Office. Krytox® is a registered trademark 
of DuPont Company. Hastelloy® is 
a registered trademark of Haynes 
International, Inc.

WARNING: Due to the wide variety 
of possible fluid media and operating 
conditions, unintended consequences 
may result from the use of this product, 
all of which are beyond the control of 
Colder. It is the user's responsibility 
to carefully determine and test for 
compatibility for use with their 
application. All such risks shall be 
assumed by the buyer.

Warranty: All sales are subject to 
Colder Products Company’s limited 
express warranty set forth in the Colder 
catalog. Contact your local distributor 
or Colder Customer Service for warranty 
provisions.

DrumQuik® PRO 
System

For color coding, 

keying and sample 

kit options —  

see main catalog.
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